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· Température 
 Plage de -40°C à +30°C 
 
 Variation avec la charge (*) : 
 Gel dans l’air (l’eau ayant été vidée) :   
 descente de + 20°C à - 20 °C en 2 h 30 mn 
 Dégel à l'eau : montée de - 20°C à +20°C en   
 1 h (selon le norme).  
 
 Cycle :  
 +20°C dans l'eau, vidange, descente  à –20°C 
 dans l'air en 2 h. 
 
 (*) Charge constituée de 100 kg de matériaux  
      de construction (tuiles, béton….) 
 
· Précision de la régulation  : ± 0.5 °C  
 
· Affichage de la consigne sur le régulateur à  
 0,1°C près 
 
· Température dans l'air ou l'eau : 
 Écart maximal de mesure par rapport à la  
 consigne: +/-1°C 
  
· Homogénéité de l'enceinte en tous points  
 distants de 5 à 10 cm des parois et après stabili-

sation +/- 2°C suivant les températures d'essais 
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  Variation with the charge (*): 

Freezing in the air (water having been  
emptied) : from + 20°C to -20 °C in 2. 30 mn  

  Defrosting with water : from -20°C to +20°C in      
  1 H (according to the standard).  
 
  Cycle:  
  +20°C in water, drains, descent with – 20°C in 

the air in 2 h. 
 
  (*) Charge made up of 100 kg materials  
       of construction (tiles, concrete….) 
 
· Precision of the regulation: ± 0.5 °C   
 
· Display of the instruction on the regulator with  
  0,1°C near  
 
· Temperature in the air or water: 
  Maximum gap of measurement compared to  
  consign: +/- 1°C  
   
· Homogeneity of the chamber in all points  
  distant from 5 to 10 cm of the walls and after 

stabilization +/- 2°C according to the temperatu-
res of tests 
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