
Application 

Enceinte c limatique sécurisée 2,2 m³ 
Froid - Chaud pour batterie lithium 
-30°C / +150°C 
 
 
Branche 
• Industrie automobile 
 
 

Application 
 
Essais d’endurance, de caractérisation et de durée de 
v ie sur des packs batteries d’une tension inférieure à 
600V.  
 

Description de l’équipement 
 

L’ensemble comprend : 

 
• La chambre d'essais avec son conditionne-

ment à l'arrière. 
• Le compartiment technique avec l’armoire 

électrique en dessous et à l'arrière. 
• Un écran tactile avec logiciel de supervision. 
• Un ensemble de connections pour la charge 

et le pilotage des modules batterie. 
• La détection et l’extinction incendie. 

Secure temperature test chamber  
2,2 m³ Hot - Cold for lithium battery  

-30°C / +150°C 
 
 
Branch 

• Car industry 
 
 

Application 

 
Characterization and lifespan endurance tests on 
batteries packs of a tension lower than 600V. 
 
 

Description of the equipment  
 

The unit includes : 

 
• The tests space with its conditioning at the 

rear. 
• The technical compartment with the electri-

cal equipment box in lower part and at the 
rear. 

• A touch screen with software of supervision. 

• Set of connectors for the charging of the 
battery. 

• Fire detection and extinction. 
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Caractéristiques techniques 
 
 
• Température 

Plage : -30°C à +150°C (limité à +80°C). 
 
Vitesse de refroidissement : 
1,5°C/mn moyen de +80°C à –30°C à v ide. 
 
Vitesse de chauffage :  
1,5°C/mn moyen de –30°C à +80°C à v ide. 
 
Stabilité de température ≤ ±0,5°C. 
 

• Homogénéité de température 
Précision de régulation ±2°C à 10 cm des parois. 
 

• Sécurité 
- Détecteur de flamme UV/IR. 
- Détecteur de fumée EO 2000.  
- Détecteur de gaz OLCT20 (H2/HC). 
- Armoire centrale incendie avec report des dé-
fauts vers supervision site. 

- Ensemble d’extinction (Bouteille CO2 + sys-
tème de déclenchement). 

 
 

• Dimensions (mm)  
 Volume Volume 
   utile Hors-tout 
  
Largeur 1 300 1 720 
Profondeur 1 700 3 230 
Hauteur 1 000 2 400 
   
 

 

Technical Data 
 
 
• Temperature 

Range : -30°C to +150°C (limited to +80°C). 
 
Average cooling rate : 
1,5°C/mn from +80°C to –30°C without load. 
 
Average heating rate : 
1,5°C/mn of –30°C to +80°C. 
 
Stability of temperature ≤ ±0,5°C. 
 

• Homogeneity of temperature 
Precision of regulation ±2°C to 10 cm from the 
walls. 
 

• Safety 
- Flame detector UV/IR. 
- Smoke detector EO 2000. 
- Gas-detector OLCT20 (H2/HC). 
- Fire detection cabinet with alarm to site supervisor. 

- Extinction set (Bottle CO2 + system of release). 
 

 
 
• Dimensions (mm)  

   Test   Housing 
  Space 

 
Length  1 300 1 720 
Depth  1 700 3 230 
Height  1 000 2 400 
 

 


